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Luminaire Specification

LUMINAIRE REF:

A/ AE

PROJECT:

Project - 5557 - Olwen House
Issue -
Date - 11-Dec-18

DESCRIPTION:

Suspended continuous linear slot light supplied with Electronic Tridonic driver to power Tridonic
LED light engines. Provided with 2 metre drop wire suspension wires as standard.
Supplied with high output TPA rated microprism optic.

LOCATION

ILLUSTRATION, DETAILS, PHOTOMETRIC DATA

mn
€0

MANUFACTURER CONTACT LUMINAIRE DATA

Specials Lighting Design Ltd Luminaire Ref: SL50S.3525.6.25B.840.

Mead Works Control Gear Type:  DALI

Moreton Road Colour: FORD BLACK

Fyfield, Essex, CM5 ORB Length: 3525mm
Width: 58mm

Contact  Sales Depth: 65mm

Tel : 01277 363636

LAMP DATA

Lamp Type LED Lamp Life 50,000hr

Lamp Reference LLE Lamp Lumens per:  8960Im

Manufacturer TRIDONIC Circuit Watt's 56.0W

Colour Temp: 3000K Supply Voltage 230V

Lamp Base N/A LOR 69%

NOTES

Integral emergencies can be provided as per project requirements.

Luminaire lumens per circuit watt - 110.4




	Status A: Accepted



