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Submittal Ref No: M003
Project No: Olwen House, 8-20 Loman Street London
Project Reference:  C10422
Date: 01/11/2018

Technical submittal (state specific details and technical literature) attached

MVHR (Mitsubishi Lossnay) units to Ground floor only

Manufacturer: Mitsubishi
Unit Model: LGH-100RVX-E
Size: 1144W x 1231D x 404H
Weight: 54kg
Duty: 208l/s based on speed 3

Date answer required: 12/11/2018 Date answer received:

PARKERAY – Review/Comments

Distribution for response: Copies of answer to:

Vince Mann
Consultant Response (Status)

Name Signature Company Date

Status A: Accepted
Status B: Accepted subject to comments/Amendments
Status C: Rejected/Resubmit
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3. SPECIFICATIONS DATA G11

MEE15K038

LGH-100RVX-E

Heat recovery mode Bypass mode
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220-240V/50Hz, 220V/60Hz

*The Air outlets noise (45˚ angle,1.5meters in front of the unit) is about 21dB greater than the indicated value.(at Fan speed 4)
*The running current, the input power, the efficiency and the noise are based on the rating air volume, and 230V/50Hz.
*For the specification at the other frequency contact your dealer.
*Use this unit between static pressure 60Pa and 240Pa at Fan speed4. Otherwise the motor protection may work and reduce its output or the noise level might be larger.

LGH-100RVX-EModel

Electrical power supply

Ventilation mode

Fan speed

Running current (A) 

Input power (W) 

Air volume
 (m3/h)

 (L/s)

External static pressure (Pa)

Temperature exchange efficiency (%)

Enthalpy exchange efficiency (%)
 Heating

 Cooling

Noise (dB) 

Weight (kg) 

(Measured at 1.5m under the center
 of unit in an anechoeic chamber) 

LGH-150RVX-E

Heat recovery mode Bypass mode
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220-240V/50Hz, 220V/60Hz

*The Air outlets noise (45˚ angle,1.5meters in front of the unit) is about 22dB greater than the indicated value.(at Fan speed 4)
*The running current, the input power, the efficiency and the noise are based on the rating air volume, and 230V/50Hz.
*For the specification at the other frequency contact your dealer.
*Use this unit with static pressure 250Pa or less at Fan speed4. Otherwise the noise level might be larger.

LGH-150RVX-EModel

Electrical power supply

Ventilation mode

Fan speed

Running current (A) 

Input power (W) 

Air volume
 (m3/h)

 (L/s)

External static pressure (Pa)

Temperature exchange efficiency (%)

Enthalpy exchange efficiency (%)
 Heating

 Cooling

Noise (dB) 

Weight (kg) 

(Measured at 1.5m under the center
 of unit in an anechoeic chamber) 

LGH-200RVX-E

Heat recovery mode Bypass mode
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220-240V/50Hz, 220V/60Hz

*The Air outlets noise (45˚ angle,1.5meters in front of the unit) is about 21dB greater than the indicated value.(at Fan speed 4)
*The running current, the input power, the efficiency and the noise are based on the rating air volume, and 230V/50Hz.
*For the specification at the other frequency contact your dealer.
*Use this unit between static pressure 50Pa and 220Pa at Fan speed4. Otherwise the motor protection may work and reduce its output or the noise level might be larger.

LGH-200RVX-EModel

Electrical power supply

Ventilation mode

Fan speed

Running current (A) 

Input power (W) 

Air volume
 (m3/h)

 (L/s)

External static pressure (Pa)

Temperature exchange efficiency (%)

Enthalpy exchange efficiency (%)
 Heating

 Cooling

Noise (dB) 

Weight (kg) 

(Measured at 1.5m under the center
 of unit in an anechoeic chamber) 
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1. EXTERNAL DIMENSIONS DATA G11
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MEE15K038

LGH-100RVX-E

LGH-150RVX-E

LGH-200RVX-E

(Unit ; mm)
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